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Specification of Agridrone
Structure Hexacopter, durable body with cross folding
structure
Lost connectivity, Drained Batter, Mission
Return to Home
Complete
Product Specs Capadity ol
Maximum Takeoff Weight 25 kg
Diagonal Wheelbase of Frame 1407 mm
Extended size 1495 * 1308 * 500 mm
Folded (L x Bx H) 945 * 848 * 500 mm
Maximum Speed 6m/s
Maximum Flight Time 15 minutes with payload
Maximum Hovering Time 25 minutes without payload
Aircraft Operating Temperature Range 10°C ~ +55°C
Tank Volume ulL
Motor 6215 180 kv
Max Payload carrying capacity 10 kg
Capacity 16000 mah
Voltage 44.4V
Type Lithium Polymer
Battery . : :
Charging Time 60 minutes
Life Upto 200 cycles
Number of Batteries - extra
Input Voltage - AC 220-240
Input Current -AC 7A
Charger Output Voltage - DC 50.4V
Output Current - DC 15A
Number of Charger 1
Material Of Nozzles Polypropylene housmg w-1th Metal/ Plastic/
Ceramic tips
Maximum Spray Speed Per Nozzle 0.85 L/min per nozzle for water
SRER SIStem meter, 4 nozzl m m above th
Spray Width 3.5 meter, 4 nozzles, 1.5 2.5 m above the
crops
Number of Pumps 1
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